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MSS-730, Slope Sensor ±180°, redundant, CANopen 
Art. no.: 04-21-20452 

Technical data 

Electrical properties  

Operating voltage: 8 … 32 V DC 

Current consumption: 50 mA (24 V) 

Insulation voltage: 3 kV 

Mechanical properties  

Weight:  0.2 kg 

Ingress protection:  IP 67 

Material: PA6.6 Gk30 

Colour: RAL 1021 

Ambient conditions  

Operating temperature range: -40 … +85 °C 

Storage temperature range: -40 … +85 °C 

Measurement parameters / processor parameters  

Measuring range: ± 180° 

Internal resolution: 0.02° 

Linearity: ± 0.2°  (25 °C) 

Zero point accuracy: ± 0.1°    (25 °C, cross slope < 5°) 

Zero point drift: typ. ± 0.003 °/K 

 max. ± 0.006 °/K 

Cut off frequency: 0.9 Hz 

Interface(s)   

CAN CANopen CiA DS301 

 

Allocation of measured values 

 

Field for notes: 

 

 

 

 

 

 

Features: 

» Redundant  sensors  

» Simple bus lead via CAN In/Out wiring principle  

» Zero adjustment via infrared interface  

» Temperature compensated 
 

Standards conformity: 

» EN ISO 13849-1 PLd 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 

Characteristics of functional safety: 

» Redundant slope sensors for safety applications 

» Suitable for EN-280 / A92.20 approved vehicles 
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Dimension 

Pin connection  

5 pin plug, female socket, 

Binder M12 

1 Shield 

2 + Operating voltage 

3 – Operating voltage 

4 CAN + 

5 CAN – 

5 pin plug, male socket, 

Binder M12 

1 Shield 

2 + Operating voltage 

3 – Operating voltage 

4 CAN + 

5 CAN – 


