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Abmessungen (Dimensions): 
 

Technische Daten (Technical data): 
 
Betriebsspannung (voltage range): 
10 ... 30 V (DC) 

Stromaufnahme (current consumption): 
< 120 mA @ 13,8 V  

Arbeitstemperaturbereich (operating temperature 
range): 
-20 ... +65 °C 

Lagertemperaturbereich (storage temperature 
range): 
-25 ... +70 °C 

Schutzart (ingress protection): 
IP 65 

Gewicht (weight): 
ca. 0,8 kg 

CAN-Schnittstelle (CAN-interface): 
ISO 11898 – 24 V; 125 kBit/sec  

Ein- und Ausgänge (inputs and outputs): 
 
Digital inputs (PWM; 0-24 V) 
Kurzschluss-/ Übertemperaturschutz 
(short circuit/overtemp protection): 
PWM max. 1 kHz 
 
Digital outputs (PWM; 0-24 V) 
0,6….1000 Hz 
2,5 A @ 1 ch 
1,5 A @ 4 ch 
 
4x Analog inputs 0….6,2 V 
 
1x Ventilausgang (valve output) 
Max. Spitzenstrom (max. peak current): 
8 A / 25°C 

Anschlussstecker (Attachment plug): 

35pol. Tyco 1-776231-1 
 

1 Versorgungsspg.(Masse) 
Supply- (Supply Ground) 

19 
AGND Analoge 
Bezugsmasse (Analog 
ground reference) 

2 Ventilausgang+  
(Valve output+) 

20 GND (Masse) (Ground) 

3 Ventilausgang-  
(Valve output-) 

21 GND (Masse) (Ground) 

4 CAN1- 22 GND (Masse) (Ground) 

5 CAN1+ 23 Analog 6 (Slope) 

6 VCC Sensor (6V) 24 Versorgungsspg.+ 
Supply+ (12V) 

7 VCC Sensor (6V) 25 PWM OUT 1 

8 VCC Sensor (6V) 26 PWM OUT 2 

9 PWM IN 1 (Adresse) 
(Address) 

27 PWM OUT 3 

10 PWM IN 2 (Adresse) 
(Address) 

28 PWM OUT 4 

11 PWM IN 3 (Adresse) 
(Address) 

29 AM IN 

12 PWM IN 4 (Adresse) 
(Address) 

30 AM OUT 

13 Versorgungsspg. 
Supply- (Supply Ground) 

31 Analog 5 (Poti) 

14 Versorgungsspg. 
Supply- (Supply Ground) 

32 Analog 4 (Grade) 

15 CAN- 33 Analog 3 (Feedback) 

16 CAN+ 34 Analog 2 (Distance) 

17 
AGND Analoge 
Bezugsmasse (Analog 
ground reference) 

35 Analog 1 (Handset) 

18 
AGND Analoge 
Bezugsmasse (Analog 
ground reference) 

 

 


